




















you are is 24°C.
iii.Press SET to see the 

temperature in °F. 

6.Press MODE again and 
switch to the display as 
FIG.W:

i. D y n a m i c  s p e e d  
indicator shows the instantaneous speed

ii. AVS shows the average speed from exercise 
start to where you are is 10.2km/h.

i i i . L o w e r  l i n e  R E S 
shows the re la t i ve 
s p e e d  b e t w e e n  
average speed and 
instantaneous speed 
is 10.0km/h. In that 
case , you r cu r ren t 
s p e e d  i s  f a s t e r  
10 .0km/h t han t he 
average speed. If the instantaneous speed is 
lower than average speed, RES will show 
minus. (JS-204/JS-212) 

   N o te :  A fte r c yc ling for more tha n 9H 59M59S   
       

       
( the m a x t ime f or m e mory ) , the ave ra ge   spe ed  
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FIG.W

FIG.V

 will dis pla y inc orre c tly.  P le a s e c le a r both 
e xe rc is e time a nd dis ta nc e to z e ro to ge t a 
c orre c t  v a l u    e of the  ave ra ge  spe e d.

7.Press MODE again and switch to the display as 
FIG.X: 

i.MXS shows the fastest speed during riding is 
30.5km/h.

ii.ODO shows the total 
distance from replacing 
the battery.

iii.The ODO value can
not be reset to zero by 
pressing SET button, 
instead hold MODE and 
SET buttons at the same time
for 2 seconds.

 

■ N O T E

1.The bicycle computer is water-resistant
and can be used in light rain showers. 

2.The battery for the sensor and computer can be 
used for 1 year if used for 2 hours each day. It is
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  necessary to replace battery when the received   

3.The maximum space between bicycle computer 
and sensor should be 90cm,  and the angle should 
not be over 30°. The distance between magnet 
and sensor should be no more than 5 mm.

4.Avoid draining the battery when you are not using the 
computer, it is recommended to keep the
magnet away from the sensor.

5.Please do not use the product near a microwave
oven, TV, computer, mobile phone or any other 
wireless device. The electromagnetic interference
from some devices can cause an inaccurate read out.

 

■ Trouble-shooting Guide

P r o ble m C a u s e S o lu tio n

P r o ble m C a u s e S o lu tio n

Re-install the computer

Re-install the battery 
correctly or replace the
battery

No power in sensor
 or computer

The computer 
can not receive
any signal

Display inaccurate 
speed and distance 

Incorrect setting of 
wheel circumference Re-set  the circumference

away from that 
interfering signal

Faulty speed 
display

other strong signals 
interfering

The chest belt is 
too far from the 
computer.

Incorrect wear of 
chest belt
No power of chest 
belt

Keep the distance between 
the chest belt and computer
within 80cm.

Wear the chest belt as per

Replace the batteryNo heart rate value 
display when 
monitor heart rate

Incorrect  computer 
 installation  position

signal is showing signs of loss. 

For more information on Veloset products, support and distributors
please contact us at support@veloset.co.uk You can �nd us on 
Twitter, Facebook and our website at www.veloset.co.uk
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